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KIRKLAND, WA
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SPRINKLER PLAN
N

BUILDING SECTION

1.  ALL  STEEL PIPE  TO  BE  AS  FOLLOWS UNLESS NOTED OTHERWISE:

2.  ALL GROOVED COUPLINGS TO BE RIGID TYPE UNLESS NOTED ( ||| ) WHICH ARE FLEXIBLE.

SMITH FIRE SYSTEMS (SFS) WILL MODIFY THE EXISTING SPRINKLER SYSTEM TO
ACCOMMODATE THE DEMO'D WALLS.

CLARIFICATIONS:
1. ALL AREAS PROTECTED BY A WET PIPE SYSTEM MUST BE MAINTAINED AT
        40°F IN ORDER TO PREVENT FREEZING.

EXCLUSIONS:
1. ANY WORK OUTSIDE THIS TENANT SPACE

2. PAINTING OR LABELING OF PIPE.

3. REPLACEMENT OF PAINTED, DAMAGED, OR CORRODED SPRINKLERS.

4. ELECTRICAL OR ALARM WORK OF ANY KIND.

5. BACKFLOW INSTALLATION, MODIFICATION, OR CERTIFICATION (IF REQUIRED)

6. EXCLUDING REPAIRS OR MODIFICATIONS TO THE EXISTING SYSTEM
BEYOND THE SCOPE DESCRIBED ABOVE.

SCOPE OF WORK

GENERAL NOTES

AREA MAP
N

NTSNTS

SITE PLAN
N

NTS

NEW

UNCHANGED
EXISTING

SSP CHR CHR

TOTAL NEW 13

1/2"
UNCHANGED SSU

135.6KRA1414RELIABLE SSP REC F1FR-56 CHR CHR401 1/2" 155°

BRZ --- 1/2"
155°
155°

FITTER/LISTER NOTES

5.6K
5.6K

1. ALL DROPS ARE TO BE INSTALLED PER DETAIL A/1 U.N.O.
2. EXCLUDING WORK ON OVERTIME OR AFTER HOURS.
3. EXCLUDING RELOCATING OR MODIFYING THE EXISTING SPRINKLER
SYSTEM TO ACCOMMODATE THE WORK OF OTHER TRADES.

CAPACITY
IN GALLONS

WEIGHT  OF
WATER / PIPEEND  PREP  TYPES  ALLOWED

INTERNAL
DIAMETER

WALL
THICKNESS

PIPE
SIZE SCHEDULE

STEEL  PIPE  ASTM  A - 795  OR  BETTER

**    WALL  THICKNESS  PER  NFPA  # 13

DESIGN CRITERIA:
PER NFPA 13 2010 AND THE CITY OF KIRKLAND

EXISTING CRITERIA:
OFFICE/DWELLING - LIGHT HAZARD

NEW DESIGN CRITERIA:
OFFICE/DWELLING - LIGHT HAZARD

ALARM PHONE :
ALARM CODE :

FIRE DEPARTMENT :
FIRE DEPT. PHONE :

MAINTENANCE CONTACT :
MAINTENANCE PHONE :

ALARM COMPANY :

ALARM PASSWORD :

BUILDING INFORMATION
__________
__________
__________
__________
__________
__________
__________
__________

TENANT IMPROVEMENT:
THIS PROJECT IS A TENANT IMPROVEMENT.  THIS FACILITY HAS ALREADY BEEN PROTECTED
BY A FIRE SPRINKLER SYSTEM.  SMITH FIRE SYSTEMS IS ADDING AND/OR RELOCATING
SPRINKLER HEADS TO ACCOMMODATE THE NEW TENANT WALL, CEILING, LIGHTING, AND
HVAC LAYOUT.  ALL WORK WILL BE DONE WITHOUT AFFECTING THE CAPABILITY OF THE
EXISTING SYSTEM.  THERE FORE NO NEW HYDRAULIC CALCULATIONS ARE NECESSARY.

NIPPLETYPEMAKE LEN

FLEX  LEGEND
QNTYBRKT

90°x1/2" = 90° NIPPLE 5.25" LONG

TEK = (2) 1/4"x1.5" TEK SCREW

BRACKET LEGEND:

GWB = T-BAR, TBS ENDS, AND SBB CLAMP
ACT = STANDARD OGSB BRACKET

WDS = (2) #10x1.5" WOOD SCREW

SCRW

9"x1/2" = 9" LONG x 1/2" EXTENDED NIPPLE

4'BAR = T-BAR, TBS ENDS, AND SBB CLAMP

2.05 0.0441.0490.133401 THREADED,  CUT  GROOVED,  ROLL  GROOVED,  PLAIN  END,  POLISHED

DRY SPRK
A-DIM.
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---
---

MITCH STANLEY
360-943-5579
503-407-9778
mes@koelschconstruction.com
KENT RHOTEN
509-205-7161
kar@koelschconstruction.com

KOELSCH CONSTRUCTION
111 MARKET ST NE#200
OLYMPIA, WA

---# ----/-/--

NEW STRAP OUTLETS

NEW MECHANICAL TEE OUTLETMT

RELOCATED EXISTING SPRINKLERR

EXISTING THREADED OUTLETP

EXISTING SYSTEM COMPONENT(E)

NEW 1" PLUG

NEW 1/2" PLUG

EXISTING WALL
NEW WALL TO CEILING
NEW FULL HEIGHT WALL
NEW LOW WALL
NEW SOFFIT WALL

NEW SPRINKLER PIPE
EXISTING SPRINKLER PIPE
RELOCATED EXISTING PIPE
NEW FLEXDROP
RELOCATED EXISTING FLEX

0

SCALE 1/4"=1'-0"

4 8

AREAS OF WORK
2ND FLOOR UNITS: 217, 228, 232, 234, 238, 242, 244, AND 247
3RD FLOOR UNITS: 328, 340, 342
4TH FLOOR UNITS: 433 & 437

DETAIL A/1

2ND FLOOR KEY PLAN

3RD FLOOR KEY PLAN

4TH FLOOR KEY PLAN

AREA OF WORK
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AREA OF WORK

AREA OF WORK

AREA OF WORK
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AREA OF WORK
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WOOD STUDFLOOR DECK

EX. CEILING

SEE KEY PLAN
FOR AREAS OF WORK

WASHINGTON STATE
CERTIFICATE OF COMPETENCY

FIRE PROTECTION SPRINKLER SYSTEMS

Bassione Sean Van Soest
6027-0110-C     Level 3
Smith Fire Systems, Inc.
SMITHFS1360T

Signature

Expires

12/31/16
Date
5/26/16
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NEW ARMOVER PER PLAN

NEW 1(1-0)

NEW 401 SSP

EX CEILING

Lt. Chappell
06/01/2016

Must Remain On Site


